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All generation IV basix tables
come with an expanded
horizontal cable trough (which
drops down for access) and
vertical (the legcover
conveniently comes off for
access). Cables are neately
managed and concealed using
grommet holes in the vertical
and horizontal froughs. Separate
exits for power and data cables
avoid transmission interference.

5560 overshelf

You don't need an engineering degree or complicated equipment to make important changes to any peice of your
Generation IV workstation fumiture. SIS-USA's modular upgrades and accessories solve the challenge of making unexpected
changes right on the workroom floor or where it is needed. For example:

- An electric motor upgrades the Generation IV crank adjustable table in about five minutes! The UL listed electric
motor simply inserts into the crank frame’s power exchange outlet, where it engages and drives the chain threaded
between the crank spindles. Shippped with an allen wrench. Insert one bolt and thighten it to lock the motor in
position, aftach the foggle switch in a comfortable location then plug it in, job completel

- Easy-glide castors make for quick table re-arangement or casual task groupings.

- Leg height extensions kits increase the height range 3.5” for workers who need - or simply want - fo stand up on the
job.

- Adjustable over-shelves clamp along the back edge of a work surface, offering easy access to more storage space.

- CPU holders not only move equipment off the work surface, but off the floor. It's neater and safer.



Crank handle permits smooth
and easy adjustments
conveniently positioned for left or
right hand operation. Stainless
steel self-lubricating worm gears
assure that the smallest effort will
adjust the surface height at 6.5
tums per inch.

Generation IV computer support
fumiture adjust to serve everyone.
They meat or exceed existing
ANSI and OSHA standards. ADA
compliant.

SIS Generation IV computer support fumiture adjusts easily fo adapt to each person’s individual comfort level. To
allow you that flexibleity, each Generation IV workstation has these features and more:

- Sturdy steel frames eliminate the need for crossbars between table legs, making an open, unconstrained leg area
resulting in fewer bumps, bruises and banged shins.

- Tapered foot reduces foot interference problems.

- Frames slightely narrower than thier work surfaces allow the crank handles fo fumn with out banging into adacent walls
or other work surfaces.

- Infills or conference ends transform stand-alone bi-level and single surface models into confinuous work surfaces that
complement private office and open spaces.

- Standard sizes fit infto common panel environment schemes: 24" and 30" depths and 36", 48", 60" and 72" widths fit
most work environments.

- Custom sizes available.

- Wire grommets available in the back of each workstation - you can choose the location.
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